FANMASTER

Forced-air Series Industrial Gas Heater
Model No. ZB-G20
IGH2-20

IMPORTANT: PLEASE READ THESE INSTRUCTIONS CAREFULLY TO ENSURE THE SAFE AND
EFFECTIVE USE OF THIS PRODUCT.

GENERAL INFORMATION

Dear Customer:

Congratulations on your purchase of this heater. Its operation will probably be happy. But you must
observe certain rules. Before starting work, refer to the contents of this manual . It must be strictly
adhered explanations and guidance. Especially pay attention to safety guidelines.After reading, pls
keep this maual for future reference.

In case of doubt use, please contact the vendor of the heater for the purpose of clarification.

This heater is a LP Gas mobile industrial direct fired air heater.
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SPECIFICATION

The zoboTechnology policy of continuous improvement determines the right to change specification without notice.

Stock no ZB-G20/IGH2-20
Rated voltage 220V -240V~50Hz
Rated input 80w
Heat output 70Mj/hr

Air flow 500m3/h
Gas consumption 1.42kg/h.
Weight (approx.) 8.5kg
Fuel type ULPG
Regulator pressure output 61kpa
Min. gas cylinder size 15kg

Air Delivery Temperature classification

Industrial air heater

Minimum volume of room

360m’
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GENERAL SAFETY INSTRUCTIONS

General Heater Safety Warnings

/\ WARNING: Read all safety warnings and all
instructions. Failure to follow the warnings and
instructions may result in electric shock, fire and/or serious
injury.

Save all warnings and instructions for future

reference.

1) Work area safety

a) Keep work area clean and well lit. Cluttered or
dark areas invite accidents.

b) Do not operate heaters in explosive
atmospheres, such as in the presence of
flammable liquids, gases or dust. Heaters create
sparks which may ignite the dust or fumes.

¢) Keep children and bystanders away while
operating a heater. Distractions can cause you to
lose control.

Electrical safety

a) Heaters plugs must match the outlet. Never

modify the plug in any way. Do not use any

adapter plugs with earthed (grounded) heaters.

Unmodified plugs and matching outlets will reduce

risk of electric shock.

Avoid body contact with earthed or grounded

surfaces such as pipes, radiators, ranges and

refrigerators. There is an increased risk of electric
shock if your body is earthed or grounded.

¢) Do not expose heaters to rain or wet
conditions. Water entering a heater will increase
the risk of electric shock. Also appliance is not certified
for outdoor conditions.

d) Do not abuse the cord. Never use the cord for

carrying, pulling or unplugging the heater.

Keep cord away from heat, oil, sharp edges or

moving parts. Damaged or entangled cords

increase the risk of electric shock.

If operating a heater in a damp location is

unavoidable, use a residual current device

(RCD) protected supply. Use of an RCD reduces

the risk of electric shock.

Personal sarety

a) Stay alert, watch what you are doing and use
common sense when operating a heater. Do
not use a heater while you are tired or under
the influence of drugs, alcohol or medication. A
moment of inattention while operating heaters
may result in serious personal injury.

b) Use personal protective equipment. Always
wear eye protection. Protective equipment such
as dust mask, non-skid safety shoes, hard hat, or
hearing protection used for appropriate conditions
will reduce personal injuries.

¢) Prevent unintentional starting. Ensure the

switch is in the off position before connecting

to power source.

Remove any adjusting key or wrench before

turning the heater on. A wrench or a key left

attached to a rotating part of the heater may resuit
in personal injury.
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e) Dress properly. Do not wear loose clothing or
Jjewellery. Kee;‘)nyour hair, clothing and gloves
away from moving parts. Loose clothes,
Jjewellery or long hair can get sucked into the in
moving parts of the heater.

Heater use and care

DO NOT move the heater when it is in operation

or when plugged into the mains supply. Only

move heater once it has cooled and it has been
unplugged.

a) Use the correct heater for your application.
The correct heater will do the job better and safer
at the rate for which it was designed.

b) Do not use the heater if the switch does not
turn it on and off. Any heater that cannot be
controlled with the switch is dangerous and must
be repaired.

¢) Disconnect the plug from the power source

before making any adjustments. Such

preventive safety measures reduce the risk of
starting the heater accidentally.

Store idle heater out of the reach of children

and do not allow persons unfamiliar with the

heater or these instructions to operate the
power tool. Heaters are dangerous in the hands
of untrained users.

Maintain heaters. Check for misalignment or

binding of moving parts, breakage of parts

and any other condition that may affect the
heaters operation. If damaged, have the
heater repaired before use. Many accidents are
caused by poorly maintained heaters.

g) Use the heater, in accordance with these
instructions, taking into account the working
conditions and the work to be performed. Use
of the heater for operations different from those
intended could result in a hazardous situation.

Service
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a) Have your heater serviced by a qualified
repair person using only identical
replacement parts. This will ensure that the
safety of the heater is maintained.

6) Use in environments with no permanent presence of

people.

- Warning posters must be displayed prohibiting
people from being permanently in that room.

The gas heaters must only be used for room
drying purposes only, provided that there is a
guaranteed unobstructed quantity of air exchange
necessary for combustion.

- The necessary quantity of air will be reached when
the volume of the room (in m?) is at least 10 times
the nominal calorific power (in Megajoules per cubic
metres | of all gas heaters used in that room.

- Normal air circulation through doors and windows
must be ensured.
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ADDITIONAL SAFETY INSTRUCTIONS

7) Use in environments with permanent presence of
people

- The industrial air heater can only be used in well-
ventilated rooms and when the percentage of
poliuting substances in the air does not exceed danger
levels for health.

- Agood ventilation is guaranteed when the rooms
volume (in m?) is at least 30 times the normal calorific
power (in Megajoules per cubic metres) of all machines
used in that room and when an air circulation,
windows or permanent openings can be guaranteed,
the size of which (in m?) is at least 0,003 times the
normal calorific power (in Megajoules per cubic metres )
of all machines used in that room.

Openings must be also distributed in height.

- The concentration of dangerous substances in the
air is acceptable until it reaches maximum levels and
the percentage of oxygen in the air exceeds 17%
in volume.

- The apparatus should not be used for continous
heatings of stables and farms.

= WARNING:
Failure to comply with the precautions and
instructions provided with this heater, can result in
death, serious bodily injury and property loss or
damage from h ds of fire, explosion, burn,
asphyxiation, carbon monoxide poisioning, and/or
electrical shock.

- Only persons who can understand and follow the
instructions should use or service this heater.

- If you need assistance or heater information such as
instructions manual, labels etc. Please contact the
manufacturer.

- Check the heater thoroughly for damage. DO NOT
operate a damaged heater.

- DO NOT modify the heater or operate a heater which
has been modified from its original condition.

- IMPORTANT:

Not for domestic usel. Use in open buildings please
abide by the relevant national and local guidelines
and regulations.

- For indoor use only. Not for use where exposed to
weather.

- Use ONLY in well ventilated areas.

- WARNING:
Fire, burn, inhalation and explosion hazard. Keep
solid combustibles, such as building materials,
paper or cardboard, a safe distance away from the
heater. Never use the heater in spaces which do or
may contain volatile or airborne combustibles, or
products such as gasoline, solvents, paint thinner,
dust particles or unknown chemicals.

CAUTION:

Due to the high surface and exhaust temperatures,
adults and children must observe clearances to
avoid burns or clothing ignition. Do not touch. Keep
children, clothing, and combustibles away.

Never point the heater directly at persons nearby. Install
the heater such that it is not directly exposed to water
spray, rain and / or water.

Never use in areas normally for habitation and /or where
children may be present. Not for domestic use.

Operate only on a stable, level surface.

Do not use in a dusty atmosphere. Never restrict or duct
inlet or outlet.

Use only with electrical power supply specified on rating
plate. The electrical connection and earthing must
comply with Australian standards.

Use only a properly earthed socket and or extension
cord.

Do not move, handle, or service while the heater is hot
or in use.

Use only in accordance with national and local
regulations, directives, and all other relevant restrictions.

CAUTION: Risk of electric shock. Do not open.

This appliance is supplied with Australia plug for your safety.
The value of the fuse fitted is marked on the pin face of the plug.
Should the fuse need replacing, ensure the substitute is of the
correct rating,

\WARNING:

The gas heaters must only be used on fireresistant
floors. Safety distance: 2 metres from walls or other
objects. The gas heater must not be used in rooms
containing explosive powders, gas fumes, flammable
substances and materials. The burner must be
regularly cleaned if used in dusty environments. All
service operations must be carried out by duly
authorised staff only.

This appliance is not intended for use by persons
(including children) with reduced physical,sensory
or mental capabilities, or lack of experience and
knowledge, unless they have been given supervision
or instruction concerning use of the appliance by a
person responsible for their safety.

Children should be supervised to ensure that they
do not play with the appliance.If the supply cord is
damaged, it must be replaced by the manufacturer,
its service agent or similarly qualified persons in
order to avoid a hazard.
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GETTING TO KNOW YOUR GAS HEATERS

" ZB-G20 / IGH2-20 .;

On/off switch.

Safety start valve button.
Gas inlet.

Ignition button.

Handle.

Power cord.

ClcICIeICIS

- UNPACKING: After removing the packing material, make sure the product is in perfect
condition and that there are no visible damaged parts. If in doubt, do not use the product
and contact the dealer from whom it was purchased. Do not use until unit has been
repaired.

The packaging materials (plastic bags, polystyrene, etc.), must be disposed of in an
appropriate refuse collection container. These materials must not be left within the reach of
children as they are potential sources of danger.







